
Technical information

decomur Super Adhesive Filler
Area of application:
Synthetic resin-reinforced gypsum filler for smoothing 
entire wall and ceiling surfaces, filling cracks and holes, 
and filling gypsum plasterboard and other drywall panels. 
Panels installed without tension can be filled with decomur 
Super-Haftspachtel without joint covering strips. Please 
observe the processing instructions provided by the panel 
manufacturer. Thanks to its smooth consistency and ease 
of application, decomur Super-Haftspachtel is also ideal 
for decorative filling techniques. Can be used on all 
mineral substrates (e.g. concrete, gypsum, lime and 
cement plaster, brick, etc.) as well as on plasterboard, 
gypsum fibre, cement fibre and similar drywall panels.

Properties:
• Can be spread to zero for seamless filling work
• Bonds evenly and without cracking in all layer 

thicknesses
• Resin-modified for optimum adhesion
• Fibre-reinforced
• Suitable for all plasterboard systems in accordance with 

EN 13963
• For surface qualities Q1-Q4 in drywall construction

Technical data:
Raw material base: Gypsum, synthetic resin powder, 
mineral

fillers, methyl cellulose and additives
Bulk density: approx. 830 kg/m³

Substrate preparation:
The substrate must be dry, stable and free of release 
agents (dust, grease, formwork oil, etc.). Very smooth 
concrete, highly absorbent, sandy and chalky substrates

and sanded surfaces with decotric 
Tiefengrund LF. The cut edges of plasterboard panels 
must also be primed.

Application:
Add 2 parts decomur Super-Haftspachtel to 1 part water 
(e.g. 1 kg decomur to 0.6 l water or 5 kg decomur to 3 l 
water) and stir vigorously. After 3 minutes, stir the filler 
again briefly and use within 45 minutes. Material that has 
already started to set must not be diluted with water. 
Uneven areas can be smoothed while wet or sanded dry. 
To prevent uneven drying of subsequent coats during 
repair work, it may be necessary to prime the repaired 
areas or even the entire surface with decotric Tiefengrund 
LF.

Notes:
Do not use at object and room temperatures below +5 
°C. Clean tools with water after use. Not suitable for 
filling on wood, glass, plastic and metal. For full-surface 
filling work on painted surfaces and other dispersion 
substrates, we recommend decomur Light Filler or 
decofill Ready-to-Use Filler. Not suitable for filling work 
on floors.

Please refer to the safety data sheet for safety-related 
information. Current safety data sheets are available on 
our website www.decotric.de or atsds@decotric.de .

Storage:
Store opened containers tightly closed in a cool, frost-free 
place. Keep out of reach of children.

Disposal:
Only recycle completely empty containers. Dried material 
residues can be disposed of with household waste or as 
construction site waste. Dispose of uncured residues in 
accordance with EWC waste code no. 17 08 02.

Item no. EAN Container size
003901001 4007955039013 500 g
003902001 4007955039020 1 kg
003903001 4007955039037 2 kg
003905001 4007955039051 5 kg
003904001 4007955039044 10 kg
003908001 4007955039181 20 kg
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Note:
All information and data in this information sheet correspond to our practical experience and laboratory tests and are based on the current state of technology. However, 
they can only provide general guidance and do not constitute a guarantee of properties. As the conditions under which storage, transport and processing take place are 
beyond our control, no legal liability can be derived from this guidance. It is the responsibility of the user to check the suitability of the products for their intended use under 
the respective conditions.
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